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AQUASTOP 2  

Two-component elastic waterproofing 

FOR INTERIOR AND EXTERIOR APPLICATION 

PURPOSE: 

- Internal application - sealing floors and walls under ceramic tiling in bathrooms, 

shower cabins, tiling over bathtubs and in sanitary facilities. For smoothing and 

leveling of uneven surfaces. 

- External application - Waterproofing of foundation on terraces, balconies under 

ceramic tiling. Suitable bases include cement render and concrete. Waterproofing 

protection of underground parts of buildings, walls of basements outside. 

Waterproofing of basements at presence of high groundwater. Waterproofing 

protection of tanks, pools. Waterproofing of dams, irrigation canals, drains and 

others. 

Component А - cement based. 

Component B - polymer based. 

QUALITIES: 

- High resistance to weather 

- High water resistance and low water permeability 

- Temperature resistance of -30 to + 80 °C 

- Good crack resistant 

- Good long-term elasticity 

- Corresponds to BS ЕN 14891 

TECHNICAL DATA OF THE PRODUCT*: 

Initial tensile adhesion strength: 

(BS EN 14891) 

 

Tensile strength after water contact:  

(BS EN 14891) 

 

Tensile strength after contact with lime water: 

(BS EN 14891) 

 

Tensile strength after 25 freeze-thaw cycles at -15 0C: 

(BS EN 14891) 

 

Resistance to water spray at 1.5 bar pressure: 

(BS EN 14891) 

 

Reaction to fire: 

(BS EN 13501) 

1,7 N/mm2 

 

 

0,8 N/mm2 

 

 

0,7 N/mm2 

 

 

0,6 N/mm2 

 

 

resistant 

 

 

class A1 

*indicated technical data are determined at an air temperature of 23 ± 5 ° C and a relative 

humidity of 50 + 5%. 

CONSUMPTION RATE: 

- manual application (brush, roller) - For 1 mm thickness - 1.5 – 2.0 kg/m2, excluding losses 

in surface roughness and porosity of the substrate and the like. 
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SHELF LIFE: 

- 12 months from the production date component A in fabrically closed packages. 

- 24 months from the production date component B in fabrically closed packages. 

PACKAGING: 

Component A – multilayer paper bags with a net weight of 25 kg. 

Component B – Plastic packages with a net weight of 8.75 kg. 

STORAGE: 

Component A – stored in covered and dry warehouses on wooden pallets. 

 

H335 - May cause respiratory irritation. 

H315 - May cause skin irritation. 

H318 - Causes serious eye damage. 

H317 - May cause allergic skin reaction. 

 

P261 - Avoid breathing dust. 

P271 - Use only outdoors or in well-ventilated areas. 

P304 + P340 - When inhaled remove patient to fresh air. 

P302 + P352 - Skin contact - wash thoroughly with soap and water. 

P362 - Remove contaminated clothing and wash before reuse. 

P280 - Wear protective gloves, protective clothing, and safety glasses. 

P333 + P313 - If skin irritation or rash occurs, seek medical advice. 

 

Component B – store in covered and dry warehouses at 50C to 350C, protect from direct 

sunlight. 

Warning! Protect from freezing during storage and transport! 

P102 - Keep out of reach of children. 

P262 - Avoid contact with eyes, skin or clothing. 

P301 + P310 - In swallowed immediately call a POISON CENTER or doctor. 

P273 - Avoid release to the environment. 

In dry condition the coverage no harmful emissions. 

PREPARATION OF THE BASE: 

The foundations of which will be applied waterproofing with "Aquastop 2" must be of 

sufficient capacity to be dry, defrosted, clean (no stains of oil, grease, etc.). Must have enough 

strength (not less than 28 days from the start of concreting) be smooth and flat surface. If 
there are irregularities, they should be filled with "Cement putty®"a company "BORO 

TERACOL" Ltd. All edges and corners to go around with a radius of at least 4 cm. Clean 

from loose particles and layers manually or mechanically with a brush or with compressed 

air. Loose substrate to be impregnated with Boroprimer deeply penetrating. 

SUITABLE BASES: 

- Cement, lime, sand plasters 

- Concrete surfaces 

- Aerated concrete 

For other bases, please consult us! 

UNSUITABLE BASES: 

- Glass surfaces 

- Metal surfaces 

- Plastic surfaces  

APPLICATION INSTRUMENTS: 

- Brush, roller or machine. 

CLEANING OF THE INSTRUMENTS: 
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With water before they are dry. 

APPLICATION CONDITIONS: 

- It is applied at temperatures not lower than 5 °C and not higher than 35 °C round the 

clock. 

- Do not mix with other similar products.  

WAY OF WORKING:  

To 8.750 kg of liquid component B is added 25 kg of dry Component A and stirred with a 

mechanical stirrer up to complete homogenization. The application is done by brush, roller 

uniformly over the entire surface. After drying of the first layer is applied to a second layer 

upon movement of the brush perpendicular to the first layer. The stirred quantity to be used 

within two hours. If the mixture has stayed more than 2 hours and started a significant 

thickening should not be diluted further with water and thick mass can be applied by 

plastering a metal trowel. 

ATTENTION! 

      Must not exceed the maximum thickness of each layer of 0.75-1.0 mm. For 

waterproofing is necessary to apply at least 2 layers with a total thickness 2.0-2.5 mm. 
In areas of high water penetration is required the product to be applied more layers. 
Freshly applied material should be protected from wind, rain and frost. 

Construction joints and the joints between wall and floor are reinforced by applying elastic 

sealing tape. The tape is applied to the first layer and cover with a second. 

RECOMMENDATIONS: 

The manufacturer guarantees the quality of the product but can not influence the terms and 

conditions for its use. Application of the product should be carried out by qualified personnel 

/ professional users. It is recommended that consultation with technical data sheets and safety 

data sheet of product. The manufacturer does not accept responsibility to compensate the 

customer with another value in addition to that material. The customer is obliged to test or 

seek information before applying the product. 

HYGIENE AND SAFE WORK:         

The product contains cement and reacts with alkaline water. Skin and eyes should be 

protected from contact with the product. For more information - refer to the Safety Data 

Sheet. 

 


