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                                                                                                                TECHNICAL SHEET 

29.02.2016 - last edition  

 

BRILLIANT - DECORATIVE SILICONE PLASTER WITH SPECIAL EFFECTS 

FOR INTERIOR AND EXTERIOR APPLICATION 

 

PURPOSE: 

Paste-like thin-layer plaster of water-based acrylic and silicone emulsions, pigments, fillers 

and special additives. Ready for application. For decoration of facades and interior walls. 

Appropriate to achieve different effects in restaurants, public buildings, hotels and others. 

Apply on gypsum and lime plaster, plasterboard. Finishing coating in the construction of 

external thermal insulation composite system (ETICS) based on expanded polystyrene.  

Produced in a variety of options - smooth and textured structure (with glass beads, 

different brocades, dark granules, etc.). 

Never mix it with similar products, and application at temperatures lower than 5°C and higher 

than 35°C. 

QUALITIES: 

- Easy to apply and structured 

- Excellent adhesion to foundations 

- Excellent resistance to mechanical influences 

- Low water absorption and high vapor permeability 

- High weather resistance - protect surfaces from harmful weather impacts - water, 

moisture, UV rays, temperature changes, etc. 

- High resistance to industrial gases, fungi, molds and bacteria 

- Fast drying 

- Excellent interlayer adhesion 

- Resistant to pollution 

- A wide variety of colors on specific customer requirements 

- Correspond to BS EN 15824 

- Correspond to the Bulgarian and European legislation 

CLASSIFICATION: 

The maximum VOC content for this product (cat.: A / a) is 40 g/l 

TECHNICAL DATA OF THE PRODUCT: 

Appearance of the plaster after stirring: 

(visually) 

Homogeneous, thick mass. 

Non - volatile substances content, at (125±2)°C/2h 

(BS EN ISO 3251) 

min 80% 

Density: 

(BS EN ISO 2811-1) 

1,85 - 1,90 kg/l 

 

Vapor permeability: 

(BS EN ISO 7783-2) 

class V2 

 

Water permeability: 

(BS EN 1062-3) 

class W3 

 

Adhesion: 

(BS EN 1542) 

min 0,3 MPa 

 

Tensile bond strength to intermediate coatings and EPS 

plate: 

(BS EN 13499) 

min 80 kPa 
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Thermal conductivity: (λ) 

(BS EN 1745) 

0.68 W/(m.K) 

 

Reaction to fire: 

(BS EN 13501) 

(BS EN 15824) 

class C 

 

Drying: 

at (23 ± 0,5)°C, 65% H.R 

to the touch 2-3 hours 

at a depth of 2-3 days 

CONSUMPTION RATE: 

According to the size of the maximum particle size decorative silicone plaster form these 

coating thicknesses: 
 

- Decorative silicone plaster with smooth structure – up to 1,0 mm 

- Decorative silicone plaster with dark granules – 2,0 ÷ 2,5 mm 

- Decorative silicone plaster with glass beads – 1,3 ÷ 1,5 mm 
 

According to the thickness of the coating consumption rate is as follows: 
 

- Decorative silicone plaster with smooth structure – 0,75÷1,0 kg/m2  

- Decorative silicone plaster with dark granules - 3,5 kg/m2 

- Decorative silicone plaster with glass beads – 2,5 kg/m2 
 

The consumption rate is approximate and depends on the preparation of the base. Not 

reflected losses at application. 

SHELF LIFE: 

18 months from the production date in fabrically closed packages. 

PACKAGING: 

Plastic packages with a net weight of 25kg. It is possible to use and other packaging after 

prior agreement with the client. 

COLOUR: 

Large variety of colors from catalogs, in accordance to customer requirements. 

Produces only to custom. The colors are approximately. 

STORAGE: 

Store in covered and dry warehouses at 50C to 400C, protect from direct sunlight. 

Warning! Protect from freezing during storage and transport! 

P102 - Keep out of reach of children. 

P262 - Avoid contact with eyes, skin or clothing. 

P301 + P310 - In swallowed immediately call a POISON CENTER or doctor. 

P273 - Avoid release to the environment. 

DILUENT: 

Is allowed dilution with water – up to (0,3÷0,5) l per 25 kg of plaster. Larger dilution will 

lead to quality worsening of the structure of plaster.  

PREPARATION OF THE BASE: 

Preparation of the base: 

The base should be dry, clean and healthy without mold and formwork oils. Friable surfaces 

should be cleaned mechanically. Damaged and friable old coatings and plasters are removed 

until a strong base and spots are patched. Fresh mortar must be left at least 10-15 days to dry 

(depending on base and temperature). 

Priming the base with: 

- Absorbent surfaces are primed with Boroprimer deeply penetrating – concentrate or for 

direct use. The primer is used to strengthen the unhealthy, loose surfaces. The concentrate 

must be diluted with water 1:4 - 1:5. It is applied in one layer. The primer must be fully 
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absorbed into the base. If not diluted or applied in several layers to form a glossy coating that 

reduces the adhesion of the plaster onto the base. 

- Boroprimer 10 for better adhesion to the base, at least 24 hours before handling with 

Decorative polymer plaster with dragged structure. 

SUITABLE BASES: 

- Cement, lime-cement, sand plasters 

- Thermal insulation systems 

- Leveled concrete surfaces 

- Plasterboard and gypsum fibreboard 

For other bases, please consult us! 

UNSUITABLE BASES: 

- Surfaces with varnishes coating, oil films 

- Metal surfaces 

- Plastic surfaces 

APPLICATION INSTRUMENTS: 

- for application - smooth stainless steel mortar-board 

- for structuring - plastic mortar-board 

CLEANING OF THE INSTRUMENTS: 

With water before they are dry. 

APPLICATION CONDITIONS: 

- It is applied at a temperature of the environment and the wall is not lower than 5 0C 

and not higher than 35 0C round the clock. 
 

- Do not apply primers and plasters in direct sunlight and / or wind rain, snow and 

worsened weather conditions. 
 

- In case when immediate should apply work area are protected with thick curtains and 

use heaters to maintain the necessary temperature drying of products. 
 

- At 23 0С the Decorative silicone plaster with special effects is drying for 24 - 30 

hours. In case of low temperature (above 5 0С – for example), the time for drying is 

extended to 3-5 days, which depend of exhibition of the wall, wind speed, rainfall 

environment and others. 
 

- If during the application and drying of the decorative silicone plaster with special 

effects starts to rain or snow before you have passed the necessary time for drying of 

coatings is possible plaster to be washed away. 
 

- In case when the temperature on the surface is below 5 0С is impossible to apply 

“BOROPRIMER 10” /primer for decorative plaster/, because the primer can freeze 

and crack. In this situation creates an unhealthy basis for applying decorative plaster 

and getting worse the quality of the coating. 
 

- „Winter formula“ of decorative plaster lowers the temperature drying to 2 0C, but in 

this formula is necessary to follow all the conditions for application referred to above. 

WAY OF WORKING:  

Before using the plaster is stirred with a mixer on slow speed. It is applied manually (with 

stainless mortarboard). The coating thickness is determined by the maximum particle size 

contained in the plaster. The structuring of the plasters containing granules and glass beads, 

and those with smooth structure is done with circular movements on the surface with a plastic 

trowel. The structuring can be done in other directions of the trowel according to customer 

requirements for a final result of the structure of the coating. Tools and dirty places washed 
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with water before they dry. At 23 0C plaster dries for 24 hours, and at lower temperature up 

to 3-4 days. 

APPLICATION SYSTEM: 

Base Priming Intermediate layer Finishing layer 

- friable 

 

 

 

-unfriable new 

surfaces 

- Boroprimer deeply 

penetrating  
- Boroprimer 10 

 

- Boroprimer 10 

not apply 

 

 

 

not apply 

Decorative silicone 

plaster with special 

effects. 

 

Decorative silicone 

plaster with special 

effects. 

HYGIENE AND SAFE WORK:         

The product is not classified as dangerous. If necessary, refer to the Safety Data Sheet. 

 


